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AEROSOL SENSOR WELAS®
2300 H

Depending on the aerosol composition to be measured, i.e., the carrier gas component and the particle material,
pressure changes in the carrier gas can significantly influence the particle size distribution, e.g., due to condensa-
tion or evaporation.

For this reason, the aerosol sensors welas® 2070 H through to welas® 2500 H are equipped with a heatable cuvette
to ensure isobaric and isothermal sampling down to the sensor’s measurement volume.

The cuvettes are made of stainless steel. If the sensor is used in aggressive and corrosive aerosols, the cuvette
can be made of other special materials, such as Hastelloy.

Sealed additional disks prevent aerosol from the cuvette from escaping into the surroundings. The other disks are
easy to clean and replace by the operator.
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@J%T@(*ﬁ@é) 0.2-105 pm (4 measurement ranges)

AR 5 l/min (others on demand)

Thermodynamic conditions <250°C, -100 — +50 mbarg

Light source Xenon arc lamp 35 W

Cuvette

Heatable

Dimensions 50 ¢ 250 * 100 mm (H * W * D)

HE Approx. 2.8 kg
Aerosol sensor welas® 2300 H JiA: 2026407 A 16 H

TS 3 Hf4
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Mehr Informationen:
https://www.palas.de/zh/product/aerosolsensorwelas2300h
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