) © ¢
D

RBG 1000 SD

RBG 1000

I AT AE IR 3 bar FIIER R N o EO0RL, PR SOMB AT A SAE I A=k, ATi%EEC N300 mbar 485 % 7
EREEZITEE - HEH7 mm~ 10 mm -~ 14 mm 8020 mm BE EYPEETE B &t R RE; RESTNHRER%E
R e, HE T KNS ks BT R, MR IRERG T iEEsT -

HE28 mm WEFYPEEREN B i HrERE, EATER L5 T HTRBG 1000 SD &5 -

(IR%) R AT

o it ik E 3 barg 1T KA o FTENASMEZES bar [ EESE
o A3 RHGBITEE (HENTE ) 300 mbar i) & T R4S = ST A
o RAAENSEUS A BT
o AR BRSO EALIES] — RSN E
- B BERENE
— KR A S AR
- TEN RS AR
- Braid e
- BEFEWRASE KET RS
— REREMIT IR
- BN ESaES
A A 2% 2
MENATARAL
A3
LDA - PIV &/REERIT
KEFREZ

https://www.palas.de/zh/product/rbg1000sd BiA: 2026407 A 22H
g1 2


https://www.palas.de/zh/product/rbg1000sd?1

Mass flow (particles)
Filling height
Filling quantity

LR
Particle material

Dosing time

0.1-100 pm

Ca. 107 particles/cm3

0.5-5.0m3/h

0.04 - 430 g/h (with an assumed compacted density of 1 g/crn3)
70 mm

2.7 g (reservoir @ =7 mm), 5.5 g (reservoir @ = 10 mm), 10.8 g (reservoir @
=14 mm), 22 g (reservoir @ = 20 mm), 43 g (reservoir & = 28 mm)

115-230V, 50/60 Hz
Non-cohesive powders and bulks

Several hours nonstop

Pre-pressure 4 -8bar
Carrier/dispersion gas Air, nitrogen
Maximum counter pressure 0.2 barg
Compressed air connection Quick coupling
Feed rate 5-700 mm/h
Reservoir inner diameter 7,10,14,20 mm

Aerosol outlet connection Dispersion cover type A: Ginside= 5 mm, Doutside = 8 mmDispersion cover type
B: Dinside= 3.6 mm, Dgutside = 6 mmDispersion cover type: Qinside= 2.5 mm,

Doutside = 6 mm

Dispersion lid Type A, type B, type C, type D
Dimensions 465 ¢ 320« 200 mm (H * W« D)
HE Approx. 19 kg
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